
EXECUTIVE

Advanced axis lt Mechanism providing a fixed working posi on and another of free 

movement for the backrest and seat. 

Handler for the tension adjustment according to the body weight.

Regula on of the seat height by a gas mechanism in any posi on, chrome finish.

Frame consists of:

Cast aluminum tubes for seat and backrest in aluminum, linked together from the part of the 

seat (by a steel frame to which will also the mechanism be fixed) and from the backrest (by a 

decora ve aluminum frame.

Such steel tubes include rails where to fix the upholstery parts.

Seat and Backrest consist of a double upholstery work with polyester inside and shaped 

horizontal s tching lines.  

5 star chromed base in steel.

Normal castors Ø 60 mm manufactured in black nylon. 

Fixed arms in chrome

CANTILEVER

Can lever type chair consist of a cold laminated oval Steel framework Ø 25 x 2 mm, chrome 

finish. 

Fixed arms, chrome finish.

Levelers in polypropylene.

Frame consists of:

Cast aluminum tubes for seat and backrest in aluminum, linked together from the part of the 

seat (by a steel frame to which will also the mechanism be fixed) and from the backrest (by a 

decora ve aluminum frame.

Such steel tubes include rails where to fix the upholstery parts.

Seat and Backrest consist of a double upholstery work with polyester inside and shaped 

horizontal s tching lines.  


